
for any order please contact our sale departement (ordini@athena-ad.com)

for any other information please contact our customer service (info@athena-ad.com)
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distributor of:

off road
atv

1

€ 912,00
(VAT INCLUDED)

SUGGESTED RETAIL PRICE

83 mm 

53,6 mm

290 cc 

12,7:1 

23,12 Kw / 31 HP / 9200 rpm

77 mm 

53,6 mm

250 cc 

11,8:1 

17,75 Kw / 23,8 HP / 9600 rpm

CYLINDER BORE

STROKE

DISPLACEMENT

COMPRESSION RATIO

WHEEL POWER

OEM
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- S4F08300009A/B  Forged piston with molykote surface treatment (D. 82,95 / 82,96 mm); 
- P400485160017          Kit guarnizioni speciali;
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Athena has developed a NEW Big Bore Kit for YAMAHA WR250 E.I. The kit includes an Aluminium cylinder with Nikasil coa-

ting, a Forget Piston with molykote surface treatment and an Add-on CDI unit, designed by GET engineers, which corrects 

the injection curve to gain maximum power out of the kit. Thanks to ATHENA’s high standards, to a new production method 

and the use of CNC machines, the cylinder kit guarantees an excellent value for money.T
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YAMAHA WR 250 X/R
2008-2009

BIG BORE D. 83 mm / 290 cc

CYLINDER, PISTON, 

GASKET KIT, CDI UNIT

P400485100032

P
O

W
E
R

 C
U

R
V
E
S

ATHENA [23,12 KW / 31 HP] 
Tests made with: 
- Complete cylinder kit ATHenA D.83 mm; 
- Complete LeoVince exhaust pipe; 
- ATHenA CDI unit.

OEM [17,75 KW / 23,8 HP]
- Tests made with stock engine;
- Oem exhaust pipe. 

POWER MAX: 31 HP

TORQUE MAX: 27,4 N·m 
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 ATHENA [23,12 kW / 31 HP]
 OEM [17,75 kW / 23,8 HP]

POTENZA ALLA RUOTA / WHEEL POWER [HP]


